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Leault burn culvert

LEAULT BURN REPLACEMENT CULVERT
GENERAL ARRANGEMENT
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This map is based on Ordnance Survey material with the permission of Ordnance Survey on
behalf of the Controller of Her Majesty's Stationary Office Crown copyright 2010. Any
unauthorised reproduction infringes Crown copyright and may lead to prosecution or civil
proceedings. Scottish Executive Licence number SE100020540 2008.
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NOTES:

1. All dimensions are in millimetres and levels in mAoD unless stated otherwise.
2. All chainages are in metres unless stated otherwsie.
3. The structural dimensions shown on the drawing are indicative only and shall be development at detailed design stage.
4. Materials

- Blinding concrete  - Mix ST1 Footway/verge infill concrete - Class C28/35AF
- Foundations below ground  - Class C32/40 Structure above ground level - Class C40/50 
- All reinforcement shall be Grade B500B or B500C steel conforming to BS4449:2005.

5. Finishes
- Hidden surfaces  -  F1, U1  Exposed surfaces -  F4, U3                Areas  to receive waterproofing -  U4

6. Backfill - Class 6N Type 2 fill behind substructure - angle of repose, ɸ ≥ 35°
7. All buried concrete surface shall be shall be treated with two coats of bitumen paint.






